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STEP 1 - CHECK CONTENTS

STEP 3 - PLAN YOUR LAYOUT

Your Water Watch kit should contain the following items, if any parts are missing or
damaged please contact the store where it was purchased.

KEYPAD & CONTROL VALVE x 1 INSTALLATION GUIDE,
MOUTNING BOX & PROGRAMMING
BLOCK x1 BRASS UNIONS x 2 MANUAL &
x 1 WARRANTY CARD

5m CABLE TEFLON TAPE POWER SUPPLY PUNCH DOWN
x1 x1 TOOL
x1

By suitable placement of the solenoid valve, you can use your Water Watch to individually control the shower, bath, basin, an appliance or the whole bathroom. If access to your
house hot water plumbing is under the floor or external rather than in the ceiling then substitute the valve and control box location accordingly.

Before starting the instillation, decide where you will position the valve, control box and keypad. Consideration must be given to how you will route the cable between the keypad
and control box if the wired option is chosen. Also check where power is available for the control box and that the location for each component is suitably protected fromm moisture
and condensation.
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STEP 2 - CHECK THE COMPATIBILITY OF YOUR INSTALLATION

exhaust fans or other

Before starting your installation you must first check the following:

1. You have adequate access to fit the solenoid valve 1o the 1/2" copper hot water
pipe supplying the outlet you want to control.

2. Your hot water service does not exceed 80°C

3. Mains power (240VAC) is available within 6m of where the solenoid will be installed
- An electrician will only be required if you install an additional G.P.O, where possible
an exisiting one should be used.

If all of these requirements have been met you can proceed with the installation. This is
done in 4 stages:

1. Plan your layout

2. Install the water solenoid and control box in your ceiling, wall or floor cavity. A
licensed plumber may be required for this, check with your local authorities.

3. Install the keypad unit, either using wireless connection or the cable supplied.

4. Program and test the keypad
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WARNING! SOLENOID VALVE MUST ONLY BE FITTED TO THE HOT WATER SUPPLY.
FITTING TO A COLD WATER LINE COULD RESULT IN SERIOUS BURNS.
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